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Acoustic high shear roll separator layer composed of an agglomerate of natural and synthetic rubber 
granules from eco-recycling, pressed and bonded by polymerized polyurethane resins sp. 4 mm and 
density 900 Kg/mc, with excellent compressive strength. The product acts as a perimeter strip and as a 
de-solidifier of vertical partitions, thus preventing the transmission of vibrations. It is placed continuously 
without interruption at the base of all the walls to be built.

SIZE

Thickness

4 mm

4 mm

4 mm

4 mm

4 mm

4 mm

Format - Roll

0,10 x 10 m

0,20 x 10 m

0,33 x 10 m

0,15 x 10 m

0,25 x 10 m

0,40 x 10 m

Packaging - Pallet

1350 ml

750 ml

450 ml

1050 ml

600 ml

350 ml

Height

10 cm

20 cm

33 cm

15 cm

25 cm

40 cm

DESCRIPTION

Accessories Line Wall
STRISCIA POLYPRILL

POLYMAXITALIA SRL headquartered in Via Fusina n° 12 of Castelfranco Veneto, a company operating 
in the production and marketing of materials and systems for the acoustic insulation of buildings and 
subjected to quality control ISO 9001,  with reference to European Regulation 305/2011 (ex Directive 
89/106), regulating the performance of construction products, in force since 1 year. July 2013:
“in the absence of harmonised European standards for products with a sound insulation function,
result in performance dependent not on the individual product but on a combination of components 
and the basic building system”,
DECLARES

than for the product STRISCIA POLYPRILL sp. 4 mm, is not bound to the certification process aimed at 
the production of the declaration of performance.
In this regard, the data reported in the relevant product fiche are authentic.

DOP


